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Ozone Aging Test Chamber
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Application:

Ozone Aging Test Chamber is used to test the ozone environment, the characteristics of crack-resistant rubber, ozone
resistance testing machine, can control and adjust the concentration of ozone environment, to determine the anti-ozone
properties of the specimen. The equipment can comply with the standard: JISK6259 ASTM1149 ISO1431 GB/TTB62 GB/
T13642

28 Technical Parameters:

B8R Model OA-80 OA-408 OA - 800
PIEER (mm) Intemnal Dimension WxHxD (mm) 400x500x400 600x850x800 1000x1000x800
$MEBRY (mm) Intemal Dimension WxHxD (mm) 950x1650x950 1200x1950x1350 1600x2000x1450
JEFSESE Temperature Range (RT+15°C} ~ +65°C
BpriEiERE Control Accuracy of Temperature +0.5°C
SREFS#RISE Distribution Uniformity of Temperature +2.0°C
SERERRTEORER Analytic Accuracy of Temperature 0.1°C
BUSR% (pphm) Ozone Concentration( pphm) 1~1000 , FF[AEH : 1~1000 Can not adjustable
BRSEMEE Deviation of Ozone Concentration £10%
RSESESE Ozone Generator EEREERX Silentdischarge tube type

, PUIBIRSUS S04SR , SMBHITUR TR
PISMFHE Internal and Extemal Material Material of the inner box is SUS 304# stainless steel , ofﬂle outer

box is stainless steel or SEE cold-rolled steel with palnt coated.

4BFHEL Insulation Material REETEEAREEEAETEE4ER Polyurethane rigid foam / superfine glass fiber cotton
REFRM Security WE. S, BiftR#E Leakage, shortcircuit, over-current protection
BIR Power AC220V ; 14 388 AC220V ; 1§ 3 lines
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